
LED DOT MATRIX – P4 OUTDOOR DISPLAY                          MODEL: CLDM-P4OD

Technical Specification 

Pixel
LED Packing Mode SMD 2121
Pixel Configuration 1R ,1G ,1B
Wave Length (nm) R:615-635,G:523*538,B:469-474

Module Module Size (mm) 256*128
Module Pixel (dots) 64*32

Cabinet 

Cabinet Size (mm) 2700*380*190mm
Cabinet Weight (kg/cabinet) 25-30

Module Quantity in  a Cabinet 20
Pixel Resolution for a Cabinet (dots) 40960Pixel Resolution for a Cabinet (dots) 40960

Screen Total Cabinets Quantities for the Screen  (pcs) 1/16 scanning 
Final Screen Size (m2) 102.6

Control 
System

Sending Card (pcs ) 100
Recieving Card (pcs ) 100

Electricity 
Parameters 

Pixel Density (dots/m2) 62500
White Balance Brightness (cd/m2) ≥6500

LED Driving Mode 1/16 scanning 
Best Viewing Distance 1 -5 m

LED Lamp National star
Working Temperature (℃) ﹣20~﹢60

Screen Life Span (hours) ≧100，000
Whole Display Flatness less than 1 mm juncture 
Maintenance Method Front flap  maintenance 

Power Supply 220V ± 20 V
Power Consumption (w/m2) ≤ 650

Input Voltage 88-132VAC/176-264 VAC;47-63Hz
Brightness Control Manual 256 level & Auto. 8 level
Dot Defects Rate ≤0.0001

Operating Temp.& RH ﹣20℃～65℃ / 20%～90%RH
Strorage Temp. & RH ﹣40℃～85℃ / 10%～95%RH

Input Signal RF,S-Video,RGB,RGBHV,
YUV,YC,COMPOSITION,etc.

Communication Cable CAT5(≤100m); 
Optical Fiber(500m-15000m)
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