Protection Level P65 or NEMA 4X
Dust proof and waterproof

Vandal resistance

Lifespan : >5 years

Interface : PS2 & USB available

Silicon switching element

This reliable keyboard is ideal for use
in modern internet terminals or in
outdoor areas with dangers of
vandalism.

This vandal resistant keyboard has
stainless steel keys with a travel of 3
mm that stand out of the front plate.

This makes the keyboard simple to use
as a standard PC keyboard.

The keyboard is available as front or
back panel mounted version.

This robust stainless steel keyboard is
especially designed for kiosk and
public environment. The keycaps are
made of stainless steel, non
removable and therefore vandal
resistant. It comes with a PS/2 or USB
interface.

* Internet kiosk

* Self Registration Kiosk

* Reception Kiosk

* Ring Tone or Games download
* Photo Ordering kiosk

* Card Value top-up Kiosk

* Library book borrowing

« Catalogue browsing

» Payment Kiosk
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Supply Voltage
Operating temperature
Storage temperature
Panel dimensions
Mounting type

No. of keys

Track ball diameter

Key switch lifetime

Actuation Force/travel

Mounting Rack

Lettering

Gross Weight

Language

+5V DC +/-5%
-10C to +60C
-20C to +70C
392mm x 110mm
Rear Mounting

64 keys, high quality stainless steel

38mm

> 5 million of operations
IN/2.0mm

Aluminum alloy

Laser engraved legends for
excellent durability

1.80kg.

All languages version and interface
are available on request.
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