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Closed-loop reserved all rights to make changes to product specifications without further notice.

For latest update on product information, please visit   www.closed-loop.biz

Digital Banner, Horizontal, 53” LCD

Graphic Engine Type Pentium Atom

Processor Intel  Core 2 Duo 1.8GHz

Hard Disk 80G byte 2.5” HDD

System Memory 1GB

Video Memory 256M byte

Ethernet 10/100Mbps

Wireless LAN 

(Optional)

Wi-Fi 54Mbps

Audio Speaker, Mic-in, Line-in

Keyboard & mouse USB connection

Graphic Engine Options

Disk On Module (DOM) Up to 8GB

Hard Disk 2.5” HDD available

System Memory up to 2GB max

Ethernet, wired Up to 1Gbps

Operating System Linux, Windows XP
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Feature

Digital Banner

Quad screen display, Narrow joint (3mm)

Fit into narrow  spaces

Plug & Play

Built-in Player

Portability or easy installation

Modular Design, Easy Maintenance

Available in Dual  and Triple screen

Application

•Advertising Signage

•Food and Beverage menu or 

•promotion

•Reception & Entertainment

•Casino

•Banking & Finance

•Exhibition & Road Show

•Fashion Show

Model Total Resolution Dimension

DS-8315H2 2880 x 900 pixel 250H x 700W x 65D mm

DS-8315H3 4320 x 900 pixel 250H x 1040W x 65D mm

DS-8315H4 5760 x 900 pixel 250H x 1360W x 65D mm



Closed-loop reserved all rights to make changes to product specifications without further notice.

For latest update on product information, please visit   www.closed-loop.biz

T
e

c
h
n

ic
a

l S
p

e
c
ific

a
tio

n
Digital Banner, Technical specification, IP20

Refrigerator Advertisement Banner

Application

CARMIS  Digital Banner

(Closed-loop Active Route Map Information System)

Mechanical Dimension

Refrigerator Digital Banner

Push-cart Digital Banner
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