
Linear Actuator 

ITEM SPECIFICATION

Material Aluminum alloy

Voltage DC 24V (Default) , 12V, 36V, 48V

Lifetime Without load: ~ 60,000 cycle
With load : ~ 20,000 - 30,000 cycle

Standard protection level  IP54 (Suitable for outdoor use)

Color Silver 

Net weight ~ 1.2kg

Features:
• With reliable performance, sensitive action stable running.
• Good environment adaptability.
• Heavy Duty and Long Lasting Motor
• High quality aluminium alloy material
• High performance motor
• Built-in high quality limit switch
• The low noise design, noise level below 65 db

• Multiple Purpose Applications Linear Actuator

General Specification

Force (N) Stroke (S) 
(mm)

Speed (mm/s) Auto-lock

50 50 100 No

70 100 65 No

150 150 60 No

250 200 48 No

250 250 36 No

220 300 36 No

500 350 24 Yes

550 400 22 Yes

550 450 20 No

750 500 14 Yes

1000 550 12 Yes

1300 600 7 Yes

Technical Specification
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Total length of lead 80 cm ± 5cm

Ordering Information :
Model No : CLACT-50F-100S-12V (CLACT-FORCE-STROKE-VOLTAGE)

Note : Auto-lock will enable last position of the cylinder

When fully extended:
for stroke less than 300mm : L=105+S +/-3mm
for stroke 300mm or more : L=155+S +/-3mm

When fully retracted:
for stroke less than 300mm : L=105+S
for stroke 300mm or more : L=155+S

Accessories

1. Mounting brackets
2. Power Input cable 230VAC
3. Power Supply and Controller
4. Remote control, wired
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